Automatic Flute Laminating Machine

Characteristics

Precise feeding for both feeder piles.

Front register by chains for sheets.

Timing belt driving, high precision.

Equipped with glue supplement switch and recycling glue system.

Precise glue wheel is applicable for all kinds of paper.

Suction belt feeding for the bottom feeder, applicable for kinds of paper.

Corrugated paper delivery unit adopts upper and lower main driving, sheets delivery is
steadier.

The whole machine adopts transducer to adjust. It has a wide range and is easy to
operate.

Equipped with dust filter for the bottom pile, with dust collecting and cleaning effect.
Easy to remove the glue on the glue wheel.

Adopt moveable flume with several water letting passage, this makes cleaning easier.
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Strong and high precision Auto feeder with vacuum Auto recycling glue system Continues sheet conveyor
timing belt structure, exact suction system for flute precise glue wheel makes enables steady feeding of sheet
and noiseless. sheets. glue even. Max pile height is 1.8m.
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Technical Data
Model

WHL 1350

WHL 1500

WHL 1500F

WHL 135 E

WHL 1500E

Corrugated Board
single wall / double

Maximum Sheet Size 1350 x 1100mm 1500 x 1100mm 1500 x 1400mm
Minimum sheet Size 450 x 370mm 450 x 370mm 450 x 370mm
Sheet Specification 250 ~ 1200g 250 ~ 12009 250 ~ 1200g
Flute Sheet Thickness Cardboard above Cardboard above Cardboard above
270g/m ; E,A,B 270g/m ; E,A,B 270g/m ; E,A,B

Corrugated Board
single wall / double

Corrugated Board
single wall / double

Wall Wall Wall
Machine Speed 100 PCS/ min 100 PCS/ min 100 PCS/ min
Power Required 15 HP 15 HP 15 HP
Feeder Error Range +1.5mm +1.5mm +1.5mm
Machine Size 14.35mx2.23mx2.57m | 14.35mx2.38mx2.57m | 14.7mx 2.38mx2.57m
Weight 6500 KG 6700 KG 6800 KG
Model | WHL 1650 WHL 1650E | WHL 1650F
Maximum Sheet Size 1650 x 1200mm 1650 x 1300mm 1650 x 1450mm
Minimum sheet Size 500 x 370mm 500 x 370mm 500 x 370mm
Sheet Specification 250 ~ 1200g 250 ~ 1200g 250 ~ 1200g
Flute Sheet Thickness Cardboard above Cardboard above Cardboard above
270g/m ; E,A,B 270g/m ; E,A,B 270g/m ; E,A,B

Corrugated Board
single wall / double

Corrugated Board
single wall / double

Corrugated Board
single wall / double

Wall Wall Wall
Machine Speed 100 PCS/ min 100 PCS/ min 100 PCS/ min
Power Required 19 HP 19HP 19 HP
Feeder Error Range +1.5mm +1.5mm +1.5mm
Machine Size 14.35mx2.55mx2.57m | 14.35mx2.55mx2.57m | 14.7mx 2.55mx2.57m
Weight 7200 KG 7300 KG 7400 KG
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